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The fo l lowing are my comments and recommendations on the f i r s t rev is ion of 
the DEIS named above dated December 15, 1986. 

1 . Page 14 - Records Search: A records search should also be made fo r 
CERCLA n o t i f i c a t i o n of the Study area. 

2. Page 17 - Geophysical Invest igat ion Methods: -(1) One method should 
be employed for d r i l l i n g a l l the bore holes in order to maintain con
sistency of resul ts ( to maintain your qua l i t y c o n t r o l ) . (2) Why i s 
the 2nd 12 inches of so i l /mater ia l not to be sampled? I t is re
commended i t be included in order to obtain a complete p ic ture of 
subsurface condi t ions. (3) Which wells are temporary wells? Wi l l 
they be constructed d i f f e r e n t l y from permanent wells? Once again, 
f o r a l l groundwater monitoring we l l s , the method of construct ion 
should be the same in order to maintain your qua l i t y c o n t r o l . 

3. Page 17 - Character izat ion of Waste : (1) For hazardous wastes, the 
procedures out l ined in 40 CFR 261, the determination of a hazardous 
waste, must be fo l lowed. An i n i t i a l analysis " f o r only those mater ia ls 
fo r which there is reason to suspect a presence" may not comply wi th 
the regulat ions. (2) How long w i l l the sample s p l i t s be retained? 
Lab pro":ocols specify time periods for storage of samples by the 
parameters they are to be analyzed f o r . (3) " I f groundwater is not 
ava i l ab l e . . . a mid-level ( s o i l ) sample w i l l be analyzed". What is the 
ra t iona le here? Comment #2 has recommended that the mid-level depth 
(second 12 inches) be sampled at the same time as the top ( f i r s t 12 
inches) ^ bottom ( t h i r d 12 inches). (4) What procedures, equipment 
w i l l be used for the co l l ec t i on of groundwater samples? 

4. Page 20 - Storm Sewer Sampling: A more d e f i n i t i v e rat ionale for select
ing parameters for sample analysis should be developed. Selecting 
parametars based on those contaminants found in the greatest concen
t ra t i ons may overlook contaminants while in lesser concentrat ions, are 
more t o x i c . 

5. Page 20-21 - Sections 3 and 4: These two sections should be switched. 
The Remediation Plan would be better organized i f the remedial actions 
plans were prepared based on those actions selected. 
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6. Page 22: I t is recommended that Quali ty Assurance/Quality Cont ro l , and 
Safety, be addressed as part of the DEIS. ' QA/QC protocols are an 
in tegra l part of sample c o l l e c t i o n , handl ing, and analysis protoco ls . 
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^̂ ŷ̂ AĴ  / a />t̂  r J u ^ ? a h o hkry] r-/^^AnP 

-^^^i>fn-

y 

5-
OAJL i^(P't^ j / v ^ / a . i 



' 3 — 

^payi^ '-^^^^^j^^L' ' '^^^ —-
C6-t^ ^ 


